The generous loading capacity of 540 | can accommo-
date almost everything you need for a relaxing
holiday, an extensive shopping spree or a spontane-
ous weekend trip. The low loading height of just
693 mm makes loading really easy. A loading width of
1,050 mm adds to the convenience. Under the loading
floor there is an additional storage compartment,
which can be equipped with a tray upon request. The
optional rear bench seat plus with its load-through
facility and the rear seats, which are longitudinally
adjustable by 100 mm, again increase the loading
space volume.



Equipment

Wheels/tyres

Lightweight forged aluminium wheels, Cast aluminium wheels, 6-spoke parabola design, Cast aluminium wheels, 5-arm design, Audi exclusive cast aluminium wheels, Audi exclusive cast aluminium wheels, Lightweight forged aluminium winter wheels,

7-spoke design, size 8 J x 18 with 235/60 R 18 tyres polished, size 8 J x 19 with 235/55 R 19 tyres 5-arm offroad design, 7-double-spoke design, 7-spoke design,

size 8 J x 17 with 235/65 R 17 tyres size 8 J x 19 with 235/55 R 19 tyres, including size 8.5 J x 20 with 255/45 R 20 tyres, including size 7 J x 17 with 235/65 R 17 H tyres, can be fitted
wheel arch strips. From quattro GmbH wheel arch strips. From quattro GmbH with snow chains, permissible top speed 210 km/h

Cast aluminium wheels, 6-arm design, Cast aluminium wheels, 10-spoke V design, Cast aluminium wheels, 10-spoke design, Audi exclusive cast aluminium wheels, Audi exclusive cast aluminium wheels, Cast aluminium winter wheels, 5-arm design,

size 8 J x 17 with 235/65 R 17 tyres size 8 J x 18 with 235/60 R 18 tyres size 8 J x 19 with 235/55 R 19 tyres 5-spoke design, 20-spoke design, two-piece, size 8.5 J x 20 with 255/45 R 20 tyres, cannot be fit-
size 8 J x 19 with 235/55 R 19 tyres. size 8.5 J x 20 with 255/45 R 20 tyres, including ted with snow chains, including wheel arch strips,
From quattro GmbH wheel arch strips. From quattro GmbH permissible top speed 240 km/h

Cast aluminium wheels, 5-arm design, Audi exclusive cast aluminium wheels,
size 8.5 J x 20 with 255/45 R 20 tyres, 5-double-spoke offroad design,
including wheel arch strips size 8.5 J x 20 with 255/45 R 20 tyres, including

wheel arch strips. From quattro GmbH

Please find out from your local Audi partner which equipment is standard and what optional equipment is available in your country.



Model

Engine type

Displacement in cc (valves per cylinder)
Max. output’ in kW at rpm

Max. torque in Nm at rpm
Power transmission/wheels

Type of drive

Transmission
Wheels

Tyres
Weights/capacities

Unladen weight? in kg

Gross vehicle weight in kg

Roof load/trailer nose weight in kg
Trailer load limit? in kg unbraked
12% gradient
8% gradient

Fuel tank capacity, approx. in |
Performance/consumption*

Top speed in km/h

Acceleration 0-100 km/h in s

Fuel grade

Fuel consumption® in 1/100 km urban
extra-urban
combined

CO, emissions® in g/km urban

extra-urban
combined

Emissions standard

Explanatory notes ' to 6 on page 74.

Audi Q5 2.0 TFSI quattro

4-cylinder in-line petrol engine
with exhaust gas turbocharging and
charge air cooling, DOHC

1984 (4)
155/4300-6000
350/1500-4200

quattro® permanent all-wheel drive

7-speed dual clutch transmission
[S tronic]

Lightweight forged aluminium wheels
8Jx17

235/656 R 17

1740
2320
100/80
750
2000
2400
75

222

7.2

Super unleaded 95 RON®
10.4

7.3

8.5

242

171

197

EU 4

Audi Q5 2.0 TDI quattro

with diesel particulate filter

4-cylinder in-line diesel engine
with VTG exhaust gas turbocharger,
DOHC, TDI direct injection

1968 (4)
125/4200
350/1750-2500

quattro® permanent all-wheel drive

6-speed manual transmission

Lightweight forged aluminium wheels
8Jx17

235/656 R 17

1730
2310
100/80
750
2000
2400
75

204

9.5

Diesel in accordance with EN 590
8.2

5.8

6.7

215

152

175

EU 4

Audi Q5 3.0 TDI quattro

with diesel particulate filter

V6 diesel engine
with VTG exhaust gas turbocharging,
DOHC, TDI direct injection

2967 (4)
176/4000-4400
500/1500-3000

quattro® permanent all-wheel drive

7-speed dual clutch transmission
[S tronic]

Lightweight forged aluminium wheels
8Jx17

235/65 R 17

1865
2445
100/80
750
2000
2400
75

225

6.5

Diesel in accordance with EN 590
9.2

6.6

73

242

174

199

EU 4
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The models and equipment versions
illustrated and described in this
brochure and some services listed are
not available in all countries. Some of
the cars illustrated are equipped with
optional equipment for which an extra
charge is made. Details concerning the
delivery specifications, appearance,
performance, dimensions and weights,
fuel consumption and running costs of
the vehicle were correct to the best of
our knowledge at the time of going to
press. There may be some variations
between the Australian vehicle
specifications and those manufactured
for other markets. Please speak to

your Audi Dealer should you have any
questions. Deviations from the colours
and shapes shown in the illustrations
may occur. No liability is accepted for
errors and printing errors. The right to
introduce modifications is reserved.
Not to be reproduced, including in part,

without the written approval of Audi AG.
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